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TQM2KC-15 1.0KW TO 15KW [ email sales@ralspeed.com MOTOR CONTROL SYSTEMS

EXTERNAL FEATURES

 (ONTROLS AND PROTECTS FROM TKW TO 15KW
© FOR INTERNAL AND EXTERNAL APPLICATIONS

* LIFTING HOOK

* RAIN CANOPY

* SOCKET FOR MOTOR CONNECTION

* SOCKETS FOR FLOAT SWITCH
OR ULTRASONIC LEVEL CONTROL

© 2 LINE LCD DIGITAL DISPLAY

* LOCAL / REMOTE SELECTOR SWITCH
 EMERGENCY STOP PUSHBUTTON

* LOAD BREAK ISOLATOR

* RUST RESISTANT PANEL

© RIGID FREE STANDING FRAME INTERNAL

DIMENSIONS
| o HEIGHT: 925mm

o WIDTH: 400mm

o DEPTH: 400mm

INTERNAL FEATURES TQM2KC-15 1KW TO 15KW SOFT START
RALSPEED STARTER UNIT THE BELOW CONNECTIONS COVER A
LOAD BREAK STANDARD CONTROL PANEL.
ROTARY KW OVERLOAD SELECTOR | ISOLATOR CHANGE, "CONTACT RALSPEED FOR DETATLS.

UPTO 12 OVERLOAD SETTINGS , ‘ =
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MOTOR TERMINALS ‘ ‘ ‘
FLOAT SWITCH TERMINALS ‘.
EXTERNAL E/STOP FACILITY ﬁ

MAINS TERMINALS

PRE-DRILLED GLAND PLATE |

MOTOR OVERHEAT PROTECTION , 50/60Hz SUPPLY o PoMp
INTER PANEL INTERLOCK SYSTEM |

PROVISION FOR RALTXT CONNECTION |

1000 EVENT DATA LOGGER |
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