call 01254 582345 GSM SYSTEM
email sales@ralspeed.com RAL-TXT

THE GSM SYSTEM IS A SELF CONTAINED INTELLIGENT MONITORING DEVICE, WHICH CAN INFORM YOU OF ALARM STATES OF
REMOTE, UNMANNED EQUIPMENT. YOU CAN THEN REMOTELY CONTROL YOUR PROCESS VIA YOUR MOBILE OR LANDLINE.

MAIN FEATURES /BENEFITS CORE FEATURES
« BE INFORMED AND IN CONTROL « 8 x DIGITAL INPUTS
« SIMPLE DEVICE-EASY TO CONFIGURE « 1 XRELAY QUTPUT
o AUTOMATIC MESSAGE SENT ON POWER AND RE-CONNECTION « SEND SMS, EMAILS OR JUST “RING"
« PROGRAM SCHEDULED EVENTS « QUTPUT CONTROL BY CALLER ID SECURE
« PROGRAM UP TO 100 USER-DEFINED EVENTS “CALL",DTMF OR SMS
« WORKS ON A LOW COST PAYG SIM CARD * REMOTE CONFIGURATION
« SWITCH REMOTELY WITH FULL SECURITY ANDFEEDBACK * TIMED EVENTS
|« LOCAL AND REMOTE CONFIGURATION * BATTERY BACKUP (OPTION])

- o STATUS SMS
* SUPERVISOR CONTROL

RAL-TXT

o CAN BE FITTED TO EXISTING
STARTER PANELS

* STANDARD SETTING HIGH LEVEL ALARM,
START,TRIP, SPARE AND PHONE
BACK TO RESET STARTER

e ALL HIRE STARTER PANELS HAVE
MOUNTING FACILITIES AND TERMINALS
FROM 2009

* (OLOUR CODED CONNECTIONS IN ALL
HIRE PANELS MANUFACTURED
FROM 2009

o EXTRA INPUTS AVAILABLE
o EXTERNAL AERIAL FITTED

o POWER SUPPLY 24vac (ALREADY SUPPLIED
IN ALL HIRE PANELS FROM 2009)

* 2MFLYING LEAD (LONGER LEAD
AVAILABLE UPON REQUEST)

 WALL MOUNTING BRACKETS AVAILABLE

e (AN BE RETROFITTED TO EARLIER
RALSPEED PANELS

NIFYO

130mm
Fixing Centres

COLOUR CODED
CABLE

DIMENSIONS e

« HEIGHT: 185mm  * DEPTH: 70mm .

* WIDTH: 125mm  © Fixings: 130mm

I CUSTOMER CONNECTIONS l
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