VARIABLE SPEED DRIVE (385:) HIRE I'I' 'I'ODAY. call 01254 582345
TQM2KV-200 185KW TO 200KW o email sales@ralspeed.com MOTOR CONTROL §¥ STEMS

EXTERNAL FEATURES

* PADLOCKABLE ‘DOOR SHUT" OVERCLASPS
© (ONTROL AND PROTECT FROM 185KW TO 200KW
* DOOR INTERLOCKED ISOLATOR

* FOR INTERNAL APPLICATIONS

* LIFTING FACILITY

 MAIN CONTACTOR

© FLOAT SWITCH CONTROL

* ULTRASONIC LEVEL CONTROL

e LCD DIGITAL DISPLAY

o LOCAL/REMOTE FACILITY

e POTENTIOMETER

e RUST RESISTANT PANEL

 EMERGENCY STOP FACILITY

e ENERGY METER

DIMENSIONS
* HEIGHT: 2100mm
* WIDTH: 1000mm
* DEPTH: 600mm

TOM2KC-200 185KW TO 200KW SOFT START

THE BELOW CONNECTIONS COVER A
STANDARD CONTROL PANEL.

ACTUAL WIRING SUBJECT TO
INTERNAL FEATURES TSOLATOR CHANGE, CONTACT RALSPEED FOR DETATLS.
VARIABLE SPEED DRIVE | ULTRASONIC —
CONTROL \

BUILT IN FAN AND FILTER ON 16418
MAINS AND MOTOR TERMINALS i i Ul vig owit Ep 1% 2% 49109 114129139143 15% 169179 163 189197207 21% 59 69 |

CONTROL TERMINALS ‘ ‘ ‘
PRE-GLANDED FOR MAINS,
MOTOR & CONTROL CABLES

4-20MA SPEED CONTROL (Auto)

POTENTIOMETER SPEED CONTROL (Hand)

‘DOOR CLOSED’ SECURITY SYSTEM 50/t0ny Sy SUBNERSIBLE
PROVISION FOR RAL-TXT CONNECTION

EXTERNAL E/STOP FACILITY

‘VF
www. rals -— www.ralspeed.com
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