VARIABLE SPEED DRIVE (520x) HIRE I'I' 'I'ODAY. call 01254 582345
TQM2KV-280 200KW TO 280KW 0 email sales@ralspeed.com

| EXTERNAL FEATURES
« PADLOCKABLE ‘DOOR SHUT' OVERCLASPS
« CONTROL AND PROTECT FROM 200KW TO 280KW
* DOOR INTERLOCKED ISOLATOR
* FOR INTERNAL APPLICATIONS
« LIFTING FACILITY
« MAIN CONTACTOR
« FLOAT SWITCH CONTROL
« ULTRASONIC LEVEL CONTROL
« LCD DIGITAL DISPLAY
* LOCAL/REMOTE FACILITY
« POTENTIOMETER
« RUST RESISTANT PANEL
« EMERGENCY STOP FACILITY
|+ ENERGY METER

L‘v

DIMENSIONS

o HEIGHT: 2100mm

o WIDTH: 1000mm

 DEPTH: 600mm
— TQM2KV-280 200KW TO 280KW VSD |THE BELOW CONNECTIONS COVER A STANDARD

CONTROL PANEL WITH OTHER OPTIONS AVAILABLE.

ACTUAL WIRING CONFIGURATION SUBJECT TO CHANGE.
CONTACT RALSPEED FOR MORE DETAILS.

ISOLATOR

INTERNAL FEATURES _ | {R_ 4\
VARIABLE SPEED DRIVE | ‘
BUILT IN FAN AND FILTER : T s Ty v RN
MAINS AND MOTOR TERMINALS
CONTROL TERMINALS

PREGLANDED FOR MAINS,
MOTOR & CONTROL CABLES _
4-20MA SPEED CONTROL (Auto) - Y

| 415V 3PHASE & EARTH SUBMERSIBLE
POTENTIOMETER SPEED CONTROL (Hand) | 50/60HZ SUPPLY  /SURFACE PUMP
‘DOOR CLOSED’ SECURITY SYSTEM
PROVISION FOR RALTXT CONNECTION

EXTERNAL E/STOP FACILITY

L |

EXTERNAL E-STOP
EXTERNAL STOP
EXTERNAL START

4-20 mA INPUT
STOP SIGNALS

VOLT FREE
GENERAL FAULT

GENERAL RUN
CONTACTS
OUTPUTS
VOLT FREE
CONTACTS




